150W/200W/250W

m Specification:

“'v-.""/

300W/350W/400W

eatures:

Universal AC input/ Full range

Constant voltage output

Protections: Short circuit/ Over load

Cooling by free air convection

Efficient heat dissipation

Designed for indoor signage, decoration or

lighting applications

High power efficiency

Easy Installation

Two years warranty

SELV @ 8. ® CE€

MODEL ELDV-12E35B| ELDV-12E60B| ELDV-12E100B| ELDV-12E150B | ELDV-12E200B| ELDV-12E250B| ELDV-12E300B | ELDV-12E350B| ELDV-12E400B
DC Output 12V
Output Current 2.91A 5.00A 8.30A 12.50A 16.70A 20.80A 25.00A 29.00A 33.30A
Voltage Tolerance +5%
OUTPUT
Rated Power 35W Max. 60W Max. 100W Max. 150W Max. 200W Max. 250W Max. 300W Max. 350W Max. 400W Max.
Ripple Noise 200mV P-P
Setup Rise Time 1000mS/220V
Input Voltage 220V£15%
Frequency Range 47~63Hz
INPUT12 Efficiency 84% 84% 84% 84% 88% 88% 85% 85% 85%
AC Current 0.40A 0.60A 1.00A 1.50A 2.06A 2.57A 3.08A 3.60A 4.10A
AC inrush current(max.) 40A@230VAC
110%-150% rated power ,
Over Load
PROTECTION Protection Type:auto-recovery ,after fault condition is removed

Short Circuit Protection Type:recovery automatically after fault condition is removed
Operating Temperature -10°C ~ +50°C

ENVIRONMENT |Operating Humidity 5% ~95%
Storage Temperature -20°C ~+85°C
SAFETY & EMC GB4943, UL60950. EN60950 ; GB9524, EN55022 A

SAFETY &EMC
Withstand Voltage I/P-FG:1.5KV AC  I/P-O/P:3.0KV AC
Dimension(mm) 85x58x34 110x77x35 130x98x40 160x98x42 215x115x50

OTHERS Packing Dimension(mm) | 350x290x295 | 510x380x320 [ 440x350x300 500x355x300 500x350x300

Packing Weight(Kg) 100PCS/14.5 [ 100PCS/25 50PCS/19 50PCS/23 30PCS/25
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» Wiring Diagram:
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*NOTE: Start-up possible for 220VAC
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